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	Step No.
	Instructions
	Data Input

	General handling guidelines: The feed through flange weldment contains delicate feed throughs that shall be covered with protective caps whenever practical. The sealing surface of the flange shall be protected from scratches and gouges. The weldments should be handled according to standard cleaning and handling practices.

	1
	Initial Inspection:

	
	Technician Name:
Date of Inspection:
Serial Number of part:
	[[TechName]] <<SRF>>
[[InspectionDate]] <<TIMESTAMP>>
[[INFFSN]] << INFFSN>>

	
	Is the assembly clean, free from dust, oil, finger prints or other contaminants?
	[[PartCleanOk]] <<YESNO>>

	
	Comments:
Upload photos of any damage.
	[[VisualInspComment]] <<COMMENT>>
[[VisualInspPhoto]] <<FILEUPLOAD>>

	
	Is the sealing surface of the NW flange free from scratches/gouges?
	[[NWOk]] <<YESNO>>

	2
	Electrical Checks:
Perform the following electrical checks on weldments with serial numbers ending in 001, 008, 015, 022, 029 and 035.

	
	Check continuity of each pin.
	[[ContinOk]] <<YESNO>>

	
	Verify pin to pin isolation.
	[[IsoOk]] <<YESNO>>

	
	Verify pin to ground isolation.
	[[GNDOk]] <<YESNO>>

	3
	Storage:

	
	Replace all feedthrough caps and place the weldments back into their storage containment.
	[[StorageTech]] <<SRF>>
[[StorageDate]] <<TIMESTAMP>>
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