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	Step No.
	Instructions
	Data Input

	General handling guidelines: The threads of the lockdowns should be protected against damage. They should be handled according to standard cleaning and handling practices.

	1
	Initial Inspection:

	
	Technician Name
Date of Inspection
Serial Number of part
	[[TechName]] <<SRF>>
[[InspectionDate]] <<TIMESTAMP>>
[[LDS34SN]] << LDS34SN>>

	
	Is part clean, free from dust, oil or other contaminants?
	[[PartCleanOk]] <<YESNO>>

	
	Are the threads either silver plated or Dicronited?
	[[PlatingOk]] <<YESNO>>

	
	Verify that the male threads are free from damage and that a ¾-10 nut threads onto the stud easily. Do not use a stainless steel nut.
	[[ThreadOk]]<<YESNO>>

	
	Comments:
Upload photos of any damage.
	[[VisualInspComment]] <<COMMENT>>
[[VisualInspPhoto]] <<FILEUPLOAD>>

	2
	Dimensional Inspection:

	
	Dimensionally inspect the lockdowns against the reference drawings listed above. Record the serial numbers and calibration information for all measurement equipment used if applicable. Only a select number of lockdowns are to be dimensionally inspected:

[bookmark: _GoBack]104110000-M8U-8200-A252-Rev0
SN: 001, 014 and 028


	[[DimcheckOk]] <<YESNO>>
[[DimcheckComment]] <<COMMENT>>

	
	
	Calibration Info

	
	
	[[Part_CalName]] <<TEXT>>
[[Part_CalDate]] <<TIMESTAMP>>
[[Part_CalSN]] <<SN>>

	Drawing Number
	Description
	Drawing Value
	Measured Value
	Within Tolerance

	104110000-M8U-8200-A252-Rev0
	Length
	3.00 +/- .03”
	[[Length]] <<FLOAT>> <<YESNO>>

	
	Thread Length
	1.10 +/- .03
	[[TLength]] <<FLOAT>> <<YESNO>>

	
	Shoulder diameter
	1.25 +/- .010”
	[[Diameter]] <<FLOAT>> <<YESNO>>

	3
	Storage:

	
	The lock downs shall be repackaged and sorted by part number
	[[StorageTech]] <<SRF>>
[[StorageDate]] <<TIMESTAMP>>
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