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PS-CRM-18-001

FOR JLAB INTERNAL USE ONLY

PRESSURE/VACUUM CLASS

PRESSURE SYSTEMS NUMBER

SEE ES&H MANUAL CHAPTER 6151 FOR PRESSURE
AND VACUUM SYSTEMS SAFETY SUPPLEMENT AND
WELDING AND BRAZING SUPPLEMENT

WELD
CLASS

CRM
SNS-PPU CRYOMODULE

WARM - COLD BEAMPIPE
SUPPLY WARM - COLD BELLOWS

104210300-M8U-8200-A101 -
1:1 104210300-M8U-8200-A100

304
STAINLESS STEEL

63

J HENRY 30APR19

1/8 .1
.01
.005

.50`

6.04

153.4

1.04

26.4

1.85

47.0

.50

12.7

1.39

35.3

3.00

76.1

3.75

95.2

3.125

79.4

NOTES:

1.  CLEAN AND HANDLE UHV COMPONENTS PER JLAB 
    SPECIFICATION: 22632-S-001
2.  ALL WELDING PER ASME B&PVC.
3.  VACUUM LEAK CHECK SHALL BE IN ACCORDANCE WITH JLAB 
    SPECIFICATION: 11141-S-0029 

BELLOWS SPECIFICATIONS:

I.D.                             3.00
O.D.                             3.75
WALL THK                         .008
DESIGN PRESSURE    2 ATM DIFFERENTIAL
SPRING RATE                
LATERAL TRAVEL                
AXIAL TRAVEL               +/- .375IN
OPERATING TEMPERATURE       2K - 300K
LIFE                    10,000 CYCLES

ELECTROPOLISH INSIDE OF BELLOWS ASSY 
PRIOR TO WELDING
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